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D-1 Audio Switch Module Jumper Settings - Configuration Type:  Typical 1

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

Blank Panel J106

Blank Panel J107

Blank Panel J108

Blank Panel J109

Blank Panel J110

Blank Panel J111

Blank Panel J112

Blank Panel J113

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

Blank Panel J119

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transm ission on transmitters not selected under Backup Live

BUL2 will continue audio transm issions on transm itters not selected under Backup Live

NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of the ASC followed by

ASM 1
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D-2 Audio Switch Module Jumper Settings - Configuration Type: Typical 2

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

Blank Panel J107

Blank Panel J108

Blank Panel J109

Blank Panel J110

Blank Panel J111

Blank Panel J112

Blank Panel J113

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

Blank Panel J119

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-3 Audio Switch Module Jumper Settings - Configuration Type: Typical 3

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

Blank Panel J108

Blank Panel J109

Blank Panel J110

Blank Panel J111

Blank Panel J112

Blank Panel J113

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

Blank Panel J119

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-4 Audio Switch Module Jumper Settings - Configuration Type: Typical 4

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP1 BUL2* EN

Blank Panel J109

Blank Panel J110

Blank Panel J111

Blank Panel J112

Blank Panel J113

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

Blank Panel J119

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-5 Audio Switch Module Jumper Settings - Configuration Type:  Large 5

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP2 BUL2* EN

5 J109 5 5 FEP2 BUL2* EN

Blank Panel J110

Blank Panel J111

Blank Panel J112

Blank Panel J113

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

PB2 J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live 
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-6 Audio Switch Module Jumper Settings - Configuration Type:  Large 6

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP2 BUL2* EN

5 J109 5 5 FEP2 BUL2* EN

6 J110 6 6 FEP2 BUL2* EN

Blank Panel J111

Blank Panel J112

Blank Panel J113

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

PB2 J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-7 Audio Switch Module Jumper Settings - Configuration Type:  Large 7

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP1 BUL2* EN

5 J109 5 5 FEP2 BUL2* EN

6 J110 6 6 FEP2 BUL2* EN

7 J111 7 7 FEP2 BUL2* EN

Blank Panel J112

Blank Panel J113

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

PB2 J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-8 Audio Switch Module Jumper Settings - Configuration Type:  Large 8

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP1 BUL2* EN

5 J109 5 5 FEP2 BUL2* EN

6 J110 6 6 FEP2 BUL2* EN

7 J111 7 7 FEP2 BUL2* EN

8 J112 8 8 FEP2 BUL2* EN

Blank Panel J113

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

PB2 J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-9 Audio Switch Module Jumper Settings - Configuration Type:  Maximum 9

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP2 BUL2* EN

5 J109 5 5 FEP2 BUL2* EN

6 J110 6 6 FEP2 BUL2* EN

7 J111 7 7 FEP3 BUL2* EN

8 J112 8 8 FEP3 BUL2* EN

9 J113 9 9 FEP3 BUL2* EN

Blank Panel J114

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

PB2 J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-10 Audio Switch Module Jumper Settings - Configuration Type: Maximum 10

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP2 BUL2* EN

5 J109 5 5 FEP2 BUL2* EN

6 J110 6 6 FEP2 BUL2* EN

7 J111 7 7 FEP3 BUL2* EN

8 J112 8 8 FEP3 BUL2* EN

9 J113 9 9 FEP3 BUL2* EN

10 J114 10 10 FEP3 BUL2* EN

Blank Panel J115

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

PB2 J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-11 Audio Switch Module Jumper Settings - Configuration Type: Maximum 11

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP1 BUL2* EN

5 J109 5 5 FEP2 BUL2* EN

6 J110 6 6 FEP2 BUL2* EN

7 J111 7 7 FEP2 BUL2* EN

8 J112 8 8 FEP2 BUL2* EN

9 J113 9 9 FEP3 BUL2* EN

10 J114 10 10 FEP3 BUL2* EN

11 J115 11 11 FEP3 BUL2* EN

Blank Panel J116

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

PB2 J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-12 Audio Switch Module Jumper Settings - Configuration Type: Maximum 12

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 J105 1 1 FEP1 BUL2* EN

2 J106 2 2 FEP1 BUL2* EN

3 J107 3 3 FEP1 BUL2* EN

4 J108 4 4 FEP1 BUL2* EN

5 J109 5 5 FEP2 BUL2* EN

6 J110 6 6 FEP2 BUL2* EN

7 J111 7 7 FEP2 BUL2* EN

8 J112 8 8 FEP2 BUL2* EN

9 J113 9 9 FEP3 BUL2* EN

10 J114 10 10 FEP3 BUL2* EN

11 J115 11 11 FEP3 BUL2* EN

12 J116 12 12 FEP3 BUL2* EN

Blank Panel J117

PB1 J118 PB1 PB1 FEP1 PB DIS

PB2 J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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D-13 Audio Switch Module Jumper Settings - Configuration Type: Maximum 13

Transmitter/ASM

Number

ASA Slot

Number

Channel Select ACP1

(Jumper JP2)

Channel Select ACP2

(Jumper JP3)

BUFEP Group

(Jumper JP5)

BUL Control

(Jumper JP4)

Silence Alarm (S.A.)

(Jumper JP1)

1 (ASM 1) J105 1 1 FEP1 BUL2* EN

2 (ASM 2) J106 2 2 FEP1 BUL2* EN

3 (ASM 3) J107 3 3 FEP1 BUL2* EN

4 (ASM 4) J108 4 4 FEP1 BUL2* EN

5 (ASM 5) J109 5 5 FEP2 BUL2* EN

6 (ASM6) J110 6 6 FEP2 BUL2* EN

7 (ASM 7) J111 7 7 FEP2 BUL2* EN

8 (ASM 8) J112 8 8 FEP2 BUL2* EN

9 (ASM 9) J113 9 9 FEP3 BUL2* EN

10 (ASM 10) J114 10 10 FEP3 BUL2* EN

11 (ASM 11) J115 11 11 FEP3 BUL2* EN

12 (ASM 12) J116 12 12 FEP3 BUL2* EN

13 (ASM 13) J117 13 13 FEP3 BUL2* EN

PB1 (ASM 14) J118 PB1 PB1 FEP1 PB DIS

PB2 (ASM 15) J119 PB2 PB2 FEP2 PB DIS

Blank Panel NA

Spare ASM NA NA NA NA NA NA

* Jumper JP4: BUL1 will stop audio transmission on transmitters not selected under Backup Live
BUL2 will continue audio transmissions on transmitters not selected under Backup Live
NOTE:  ASMs must be either BUL1 or BUL2, not a combination of the two.

C Audio Switch Controller (ASC) is in ASA Slot Number J101, a blank panel is installed to the immediate right of
the ASC followed by ASM 1
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